
石油氣裝置週年檢査
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Annual Inspection of Liquefied 
Petroleum Gas {LPG} Installations 

Ordinance 

Under the Gos Safety Ordinance 

Cop.51, an LPG installation with storage 

capacity above l 30 litres is classified as 

a Notifiable Gos Installation (NGI). The 
design, construction, installation, use, 
inspection, maintenance an d 

decommissioning of an LPG NGI are 

Gas Safety Ordinance 

Cap.51 

governed by the Ordinance and its Subsidiary Regulations. The Gas 

Authority, who is the Director of Electrical and Mechanical Services, 

through the Gas Standards Office (GasSO) of the Electrical and 

Mechanical Services Deportment (EMSD), is responsible for the 

enforcement of the Ordinance 

Duties of Owner 

Every LPG NGI owner has a duty to maintain and operate the installation 

in a蝨e manner. The Ordinance requires the owner of an LPG NGI to 

employ a competent person to carry out inspections on the installation to 

ascertain whether the installation is maintained and operated in a safe 

manner at intervals of not less than once every year. The Ordinance also 

requires the owner to keep the inspection reports for the service life of the 

installation. Failure to comply with the above requirements will result in 

contravention of the Ordinance, and upon conviction, is liable to a fine 

and imprisonment 



Who Should Carry Out Inspection 
Persons who have been assessed by the Gas 
Authority and with their names included onto 
the园of Class 2 competent persons (CPs) 
maintained by the GasSO are qualified to 
carry out statutory annual inspections on LPG NGls. The list can 
be obtained from the GasSO or the web site of EMSD at 
http://www.emsd.gov.hk 

How to Carry Out Statutory 
Annual Inspection 

Ste。 The LPG NGI owners should employ 
CPs to inspect the LPG NGls. To 
foe國te the CPs to conduct the statutory 
annual inspections, the owners are 
required to provide maintenance records of the NGls to the 
CPs for checking and reporting. Otherwise, the inspection 
report may be con這ered as incomplete. More祉ormation
on the provision of maintenance records con be obtained 
from the GasSO or the web site of EMSD at 
http: //www.emsd.gov.hk 

Step — The LPG NGI owners should keep the annual statutory 
inspection reports for the service life of the installations 
and submit a copy of the inspection reports to the Gos 
Authority within four weeks after the inspections 

－ Step"Y The LPG NGI owners should carry out the necessary 
maintenance work on the NGls as recommended by the 
CPs in the annual inspection reports 

，這 of the GasSO may inspect LPG NGls to ensure the 
installations are in compliance with the safety 
requirements 

Gas Standards Office 圏 EMSD
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Government of the Hong Kong Special Administrative Region 
3 Kai Shing Street, Kowloon, Hong Kong 
Citizen's E-asy Link: _1823

! _Fax: 2576 5945, 
Website: www.emsd.gov.hk 
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Note: This leaflet is not a legal document and is prepared for general information only 
Copies of the Gas Sa硒Ordinance, Cap.51 ond its Sub碰ory Regulations can be 
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石油氣裝置週年檢查

法例

根據《氣體安全條例》 （第51章）的規定，儲存容

量超過為0升的石油氣裝置屬應具報氣體裝置，其

設計、建造、安裝、使用、檢查、維修及解除運

作均受該條例及其附屬規例監管。氣體安全監督
k 

（即機電工程署署長）透過機電工程署氛體標準

事務處負貢執行該條例。

ii
 《氣體安全條例》

第51章

擁有人的責任

每位石油氣應具報氣體裝置的擁有人均須安全地操作和維修其裝置。該條

l列規定石油氣應具報氣體裝置的擁有入動須叢少每年聘請一名能勝任的入

檢查其裝置一次，以確定該裝置的維修及操作保持安全，並要求裝置擁有

人在裝置的使用期內備存有關的儉查報告。如不遵從這些規定．即屬違冽，

一經定罪，可被罰款及監禁。

由誰遑行機査

經氣體安全監督評核，而名字經巳列入氣體標準事務處保存的第2類能勝

任的人名單內的入土，均符合資格進行石泊氣應具報氣體裝置法定還年檢

查。有關名單可向氣體標準事務處索取，或於機電工程署網貝

http://www.emsd.gov.hk下載。

如何進行法定週年檢查

步驟丶｀E石油氣應具報氣體裝置的擁有人應聘

請能勝任的人檢查石油氣應貝報氣體

裝置。為方便能勝任的入進行法定這年

檢查，裝置擁有人須向能勝任的人提供應具報

氣體裝置的維修記錄，以供查核和呈報，否則檢查報告可能會

被視為不完整。如需更多有關提供維修記錄的資料，可向氣

體標準事務處索取，或瀏覽機霜丁程署網頁

http://www.emsd.gov.hk 。

五石油氣應具報氣體裝罩的擁有人愿在裝罩的使用期內備存

迴年法定檢查報邑，並在檢查完成後4媯內向氣體安全監

督呈交報告副木。

步驟<閂氣應具報氣體裝置的擁有人應按能勝曰勺人在迴甲僉查

報告內提出的建議，對裝置進行所需的維修。

`o氣體標準事務處的入員可視察石油氣應具報氣體裝置 ， 以確

保有關裝置符合安全規定。

氣體標準事務處 e月 機電工程署

香港九龍啟成街3號
香港特別行政區政府
機霉工程署氣體標準事務處
政府熱線 1823; 
傳真 2576 5945; 
網址：www.emsd.gov.hk
電郵 info@emsd.gov.hk 

備註 本限3長並Jl;）-'.fP文fl ．只供 殷參g之用，《氝儒安令條例》（為51草）及貝

附隨規／夕小才於政府新問輿刊物銪且小組購買．或透過互腦短到網址

http://www.Justice.gov. hk查閱。




