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To: All Registered Lift Engineers /Registered Escalator Engineers and
All Registered Lift Contractors /Registered Escalator Contractors

Dear Sirs,

Circular No. 1172016
Code of Practice On the Design and Construction of Lifts and Escalators
(2012 Edition) Addendum No. DC02

With a view to specifying the provision of guidance on the new requirements based on the latest
development of the relevant international safety standards and newly identified local
requirements, the Code of Practice On the Design and Construction of Lifts and Escalators (2012
Edition) Addendum No. DCO2 (see attachment) was gazetted in March 2016.

All the updated information of the Code of Practice including the Gazette Notices can be found
in the following web page:
http://www.emsd.gov.hk/en/lifts_and_escalators safety/publications/code of practice/index.html

Yours faithfully,

(CHEUNG Kim-ching)
for Director of Electrical and Mechanical Services

c.c. The Director of Housing (Attn: SM/QM)
The Director of Buildings
Director of Architectural Services (Attn: CBSE/2)
The Lift and Escalator Contractors Association
The Registered Elevator and Escalator Contractors Association Limited
The International Association of Elevator Engineers (HK-China Branch)
The Hong Kong General Union of Lift and Escalator Employers

FLEA > S FEST B TAR Y » REE S {ERINE S > 444 o Corespondence should be addressed fo the Flectrical and Mechanical Services Department and not to individual officers by name.



Electrical and NMechanical Services Department
Code of Practice
On _
the Design and Construction of Lifts and Escalators
2012 Edition

Addendum No. DC02
(taking effect from 4 March 2016)

Section A: Clause 1, 3 and 8(e) of the above code of practice are revised as follows:

(Replaced Section A: Clause 1)
Scope and Field of Application

The Code, unless the Director of Electrical & Mechanical Services (the Director)
provides otherwise, is applicable to all lifts and escalators subject to the Lifts and
Escalators Ordinance (the Ordinance).

The Code is divided into six sections: Section A on General Introduction, Section
B on References listing the referencing material available to better understand
the Code, Section C on Definitions giving the interpretation of certain terms
used in the Code, Section D on Symbols and Abbreviations, Section E on
Specifications, and Section F on Fireman's Lifts.

Section E on Specifications is further divided into six parts where:

Part 1 deals with the technical details of electric lifts, where the car is suspended
by ropes or chains.

Part 2 deals with the hydraulic lifts, defined in Section C, driven hydraulically,
where the car is directly or indirectly driven by the action of one or more
hydraulic single acting jacks and whereby the down movement, even with the
empty car, takes place by the influence of gravity. This Part covers the safety
requirements for hydraulic lifts, with rated speed Vs up to 1.0 m/s. For lifts with
higher rated speed Vs additional requirements shall be applied as appropriate in
order to maintain the same level of safety.

For lifts with double acting jacks or for traction drive or positive drive lifts driven
by a hydraulic motor, Part 1 and/or 2 of this Code shall be used by analogy
according to the technical characteristics of the installation.

Part 3 deals with electrically driven service lifts defined in the Ordinance.

Part 4 deals with escalator defined in the Ordinance, which include pallet type
and belt type passenger conveyors.
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Part 5 deals with stairlifts.

Part 6 deals with powered vertical lifting platforms for persons with ambulant
disabilities and wheelchair users.

New lifts and escalators and any major alteration works tendered on or after the
effective date of the Code shall comply with Parts 1 to 4 of Section E of the
Code.

Existing lifts and escalators installed before that date shall preferably be
upgraded to comply with this Code or at least continue to comply with BS5655,
BS5656 or BS2655 where appropriate.

Compliance with the Code is deemed to have satisfied the relevant
requirements of the Lifts and Escalators Ordinance.

(Replaced Section A: Clause 3)

3.

Guidance on Fire Protection, Environment and Building Requirements

The Code does not give rules relating to the protection against fire of building
elements. Fire resistance requirements are made under the Code of Practice for
Fire Safety in Buildings 2011 issued by the Building Authority. However, as far
as possible, lifts and escalators shall be made of matérials that are not easy to
ignite. If lifts and escalators have to be operated under special conditions, such
as directly exposed to the weather or explosive atmosphere, appropriate design
criteria, components, materials and instructions for use shall be employed to
satisfy the particular conditions. In case where lifts and escalators would be
exposed to weather conditions, a suitable roof and enclosure shall be provided
for lifts, and a suitable top shelter / canopy covering the entire structure shall
also be provided for escalators.

The Code does not give rules relating to building works for lifts and escalators.
Such requirements are made under the Code of Practice for Building Works for
Lifts and Escalators issued by the Building Authority.

(Replaced Section A: Clause 8 ()

8 (e)

The design and construction of any lift for persons with a disability (whether
provided in accordance with regulation 72 of the Building (Planning)
Regulations (Chapter 123) or not) shall also comply with the requirements
provided for in Division 19 of the Third Schedule to the Building (Planning)
Regulations, in addition to those specified in Parts 1 and 2 of Section E of the
Code.



Section B: Clause b), c), e), u), w), x) and y) of the above code of practice are revised as
follows:

(Replaced Section B: Clause b)
b) Code of Practice for Fire Safety in Buildings 2011 issued by Building Authority

(Replaced Section B: Clause ¢)
Q) Code of Practice for Building Works for Lifts and Escalators issued by the
Building Authority

(Replaced Section B: Clause e)
e) BS EN12385-1 - Steel wire ropes. Safety. General requirements

(Replaced Section B: Clause u)
u) EN50214 - Specification for flat polyvinyl chloride sheathed flexible cables

(Replaced Section B: Clause w) .
w) Design Manual - Barrier Free Access 2008

(Added Section B: Clause x)

X) BS EN81-41 Safety rules for the construction and installation of lifts — Special
lifts for the transport of persons and goods, Part 41: Vertical lifting platforms
intended for use by persons with impaired mobility

(Added Section B: Clause y)

y) DIN EN 14010 Safety of machinery — Equipment for power driven parking of
motor vehicles — Safety and EMC requirements for design, manufacturing,
erection and commissioning stages

Section C: Paragraph of “Theoretical Capacity” is revised as follows:

(Replaced Section C: Paragraph of “Theoretical Capacity”)
Handling Capacity

For traffic flow planning, the maximum number of persons that can be carried
by an escalator or moving walk in 1 h is given in table below:
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Step/Pallet Width Rated Speed
m m/s
0.5 0.65 0.75
0.6 3600 pers/h 4400 pers/h 4900 pers/h
0.8 4800 pers/h 5900 pers/h 6600 pers/h
1.0 6000 pers/h 7300 pers/h 8200 pers/h

Section E: Part 1: Clause 1.1.1, 2.2.2 (b), 2.4.3, 3.4.1, 4.7, 49, 5.1.2 (c), 8.4.2.4, 8.5.1,
8.11,9.5.1.3, 10.3.1.4, 10.3.1.5, 11.1, 11.2.4 (d) and 11.5 are revised as follows:

(Replaced Section E: Part 1: Clause 1.1.1)

1.1.1

The car and counterweight of a lift shall be enclosed in a lift well.

When the lift well is required to contribute to the protection of the building
against the spread of fire (e.g. observation lift passing through different
compartments), it shall be totally enclosed and comply with the relevant
provisions of Building (Planning) Regulations (Chapter 123), Building
(Construction) Regulations (Chapter 123), the Code of Practice for Building
Works for Lifts and Escalators and the Code of Practice for Fire Safety in
Buildings 2011 issued by the Building Authority.

When the lift well is not required to contribute to the protection of the building
against the spread of fire, it does not need to be totally enclosed, provided:-

(a) the enclosure at the landing door side of every floor shall either cover the
full height of the floor or be of minimum height of 3.5 m;

(b) the height of enclosure shall be of minimum 2.5 m above any points
normally accessible to persons at other sides and with a minimum
horizontal distance of 0.5 m to moving parts of the lift; and

(c) the enclosure shall be imperforate.

The height of enclosure mentioned above in (b) may be reduced to 1.1 m
provided:



(i) the horizontal distance to moving parts exceeds 2 m;

(ii) it can prevent persons from being endangered by moving parts of the lift
and from interfering with the safe operation of the lift by reaching lift
equipment; and

(iii) access to the lift pit by simply climbing over the enclosure is not possible.

(Replaced Section E: Part 1: Clause 2.2.2 (b))

2.2.2 (b)

The ambient temperature in the machine room shall be maintained between +5
°C and +40 °C. The mechanical ventilation shall be able to provide ventilation
of minimum 10 -air changes per hour for the machine room. Dual speed
control or equivalent shall be provided for the mechanical ventilation with low
speed for continuous ventilation to maintain the temperature between +5 °C
and +40 °C and high speed when the machine room is occupied for carrying
out maintenance activities with minimum of 10 air changes per hour.

(Replaced Section E: Part 1: Clause 2.4.3)

24.3

Devices for emergency and test operations

In the case of working areas on the car top of the machine room-less lift is
concerned, the necessary devices for emergency and test operations shall be
provided on a maintenance access panel suitable for carrying out from outside
of the lift well all emergency operations and any necessary dynamic tests of the
lift. The maintenance access panel shall be accessible to authorized persons
only. This applies also to means for maintenance where maintenance
procedure(s) require(s) moving the car and the work cannot be carried out
safely from the intended work areas provided inside the well.

If the emergency and test devices are not protected inside a machinery cabinet,

they shall be enclosed with a suitable cover, which:

(@) does not open towards the inside of the well;

(b) is provided with a key-operated lock, capable of being reclosed and
relocked without a key.

The maintenance access panel located at the top floor landing shall be
vandalism proof, with a key lock, and enable to perform tests and emergency
operations from outside of the lift well. The devices on the maintenance access
panel shall be lit by a permanently installed electric lighting with an intensity of
at least 50 lux measured at the device. A switch placed on or close to the panel
shall control lighting of the maintenance access panel. The maintenance access
panel shall provide the following:

(a) emergency operation devices together with an intercom system;
(b) control equipment which enables dynamic tests (such as brake tests,
traction tests, safety gear tests, buffer tests or tests of ascending car
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overspeed protection means) to be carried out;

(c) direct observation of the lift machine or through display device(s), which
give indication of :
(i) direction of movements of the car;
(i) reaching of an unlocking zone; and
(iii) speed of the lift car.

(Replaced Section E: Part 1: Clause 3.4.1)

3.4.1

Sills

Landing door sills shall be provided in accordance with the Code of Practice for
Building Works for Lifts and Escalators issued by the Building Authority.

(Replaced Section E: Part 1: Clause 4.7)

4.7

Electrical Device for Proving the Car Door Closed

It shall not be possible in normal operation to start the lift nor keep it in motion
if a car door (or any of the panels in the case of a multi-panel door) is open.
Operation of the lift with car door open is permitted under the conditions laid
down in Clause 3.7.2.

Each car door shall be provided with an electrical safety device in conformity
with Clause 10.2 for proving the closed position so that the conditions imposed
above are satisfied.

(Replaced Section E: Part 1: Clause 4.9)

4.9

Locking of the Car Door

A car door locking device shall be protected against deliberate misuse. The
design, operation and test of the car door locking device shall be equivalent to
that of the landing door locking device, and shall be type tested to the
requirements of Clause F.1 of EN 81: Part 1.

Every car door shall be mechanically locked by at least 7 mm such that it can
only be opened in the unlocking zone of a landing.

The operation of the lift shall automatically depend on the locking of the car
door except in the case covered by Clause 3.7.2..

This locking shall be proved by an electrical safety device in conformity with
Clause 10.2



(Replaced Section E: Part 1: Clause 5.1.2 (c))

5.1.2 (0

the other characteristics (construction, extension, ovality, flexibility, tests....)
shall correspond to those specified in BS EN12385-1 and BS EN12385-5, or ISO
4344, or other relevant international standards.

(Replaced Section E: Part 1: Clause 8.4.2.4)

8.4.2.4

Manual Release

All machines shall be capable of having the brake released by hand and require
a constant effort to keep the brake open so that the emergency operation
specified in Clause 8.5.1 and other maintenance activities can be carried out.
Operating instructions shall be provided in the machine room.

The brake can be released electrically with backup batteries if no manual release
is provided. This operation shall be carried out safely by using maintenance
access panel at the top landing or inside the machine room. Operation
instructions shall be provided in the maintenance access panel.

(Replaced Section E: Part 1: Clause 8.5.1)

8.5.1

Manual Operation

The machine, except the machine room-less lift, shall be provided with a
manual means of emergency operation allowing the car to be moved to a
landing with the aid of a smooth wheel, which can be the sheave, flywheel or
other smooth and round handwinding device.

If the wheel is removable, it shall be located in an easily accessible place in the
machine room, and shall be suitably marked if there is any risk of confusion as
to the machine for which it is intended. Operating instructions shall be provided
in the machine room.

For the machine room-less lift, the lift shall be provided with:-

(a) one set of car lifting tools for emergency operation such as chain block,
rope clamper, guide rail clamper, lever, shackle, etc.;

(b) portable weight for placing to car or compensation chain when balanced
load is occurred; and

(0 an emergency electrical operation device and emergency electrical brake
release switch (if no manual release is provided) according to 10.3.1.4,
which are placed in the maintenance access panel located outside the lift
well.

(Added Section E: Part 1: Clause 8.11)

8.11

Normal Stopping of the Car at Landings and Levelling Accuracy

(@)  The stopping accuracy of the car shall be £ 10 mm; and
(b) A levelling accuracy of + 20 mm shall be maintained. If, during e.g.
loading and unloading phases, the value of 20 mm is exceeded, it shall be
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corrected.

(Replaced Section E: Part 1: Clause 9.5.1.3)

9.5.1.3

Ordinary flexible cables such as those listed in table 6 (HO5RR-F) and table 16
(HO5VV-F) of BS6500 (or the equivalent in IEC 245 or other relevant
international standards) shall be routed through ducting, trucking, or fittings
which provide equivalent protection.

Flexible cables with a thick sheath shall be considered to be rigid cables in the
conditions specified in Clause 9.5.1.2.

These flexible cables may also be used to connect to movable appliances except
as travelling cables for connection to the car or if they are subject to vibration.

Travelling cables shall comply with EN50214 or CENELEC Harmonisation
Documents, or relevant international standards.

(Replaced Section E: Part 1: Clause 10.3.1.4)

10.3.1.4

Emergency Electrical Operation

For machines where the manual effort to raise the car with its rated load
exceeds 400 N an emergency electrical operation device in conformity with
Clause 10.2 shall be installed in the machine room. The machine shall be
supplied from the normal mains supply or from the standby supply if there is
one.

Operation of the emergency electrical operation device shall permit, from the
machine room, the control of car movement by simultaneous constant pressure
on two push-buttons protected against accidental operation. The direction of
movement shall be clearly indicated on the device.

After operation of the emergency electrical operation device, all movement of
the car except that controlled by this device shall be prevented. The effects of
the emergency electrical operation shall be overridden by switching on the
inspection operation.

The emergency electrical operation device shall render inoperative, by itself or

through another electrical safety device, the following electrical safety devices :-

(a) those mounted on the safety gear, according to Clause 5.11.8;

(b) those required for the overspeed governor, according to Clauses 5.12.11
and 5.12.12;

(c) those mounted on the buffers, according to Clause 6.2.4.4;

(d) final limit switches, according to Clause 6.3; and

(e) those mounted on the ascending car overspeed protection means,
according to Clause 5.13.5.

The emergency electrical operation device and its push-buttons shall be so
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placed that the machine can readily be observed when using them.
The car speed shall not exceed 0.63 m/s.

If the lift is also provided with an emergency electrical brake release switch,
which is placed in the maintenance access panel located outside the lift well or
inside the machine room, the following conditions shall be satisfied
simultaneously:

(i) operation of the emergency electrical operation brake release switch
shall permit the brake release operation by switching the bi-stable switch
to brake release mode and applying a constant pressure on one
push-button, protected against accidental operation, when the main
power supply to control cabinet is failed;

(ii) the emergency electrical brake release switch and its push-button shall
be so placed that the lift machine can be observed directly and there
should be a display device(s) to monitor the status of the lift car; and

(i)  the emergency electrical brake release switch shall be supplied from the
essential supply or shall be backup by uninterruptible power supply (UPS)
/ batteries.

(Replaced Section E: Part 1: Clause 10.3.1.5)

10.3.1.5

Home Landing Operation

Every lift shall be provided with a facility to bring the lift to the home landing in
case of fire by manually operated switch installed at the home landing floor or
Building Management Office. This switch shall only be operated when it is safe
for the lift to return to home landing. In the case the lift is a fireman’s lift, the
home landing is the designated point of entry (see Section F of the Code).

When normal power fails, sufficient emergency power shall be available for the
sequential returning of the lifts to the home landing while the fireman’s lift(s)
is/are in operation. The operation of the fireman's lift(s) shall not be affected in
any case. The emergency power for home landing operation need not be
provided, if no emergency power supply, such as generator, dual power supply
or alternative power supply from utility is required for fire services installations
at the building.

(Replaced Section E: Part 1: Clause 11.1)

1.1

General Provisions

All labels, notices and operating instructions shall be legible and readily
understandable (if necessary aided by signs or symbols). They shall be
untearable, of durable material, placed in a conspicuous position, and written in
English and Chinese language.



The minimum height of the characters used for the labels, notice and operating
instruction shall be :

(@ 10 mm for Chinese characters, capital letters and numbers;

(b) 7 mm for small letters.

(¢) 35 mm for vehicle lift and industrial track-loaded freight lifts and 25 mm

for general freight lifts.

(Replaced Section E: Part 1: Clause 11.2.4 (d))

11.2.4
(d)

for general freight lifts, the instructions that the lift is for such purpose, that it
shall not be used as a passenger lift and that industrial trucks, or similar devices,
are not allowed for loading and unloading goods; and instruction of the weight
of any single piece of freight should not exceed a quarter of the rated load of
the lift (shown as xx kg in the instruction).

(Replaced Section E: Part 1: Clause 11.5)

11.5

On the Landings

Manually operated lift landing doors, if they can be confused with other
adjacent doors, shall bear the inscription 'LIFT" ( FHFEf ).

For freight and vehicle lifts, each of the landing doors, or walls adjacent to the
landing doors, shall display the rated load and the instructions required in
Clause 11.2.4(b), (c), (d), (e); and for all lifts, the instructions required in Clause
11.2.4(f).

For industrial truck loaded freight lifts and vehicle lifts, a notice positioned at a
height equivalent to the height of the car and a distance of 1 m in front of the
car entrance shall be provided across each main landing to restrict the height of
industrial trucks and vehicles entering the car.

Provisions shall be made at all landings for warning indication to be displayed to
inform others that the lift is out of service for maintenance. The display of such
indication or the illumination of such indicator shall be controlled by a manually
operated switch and additionally may be switched on automatically. The
indication shall bear the inscription “OUT OF SERVICE"”(minimum height 8 mm)
and “EHZE”  (minimum height 12 mm).

Instruction of the weight of any single piece of freight should not exceed a
quarter of the rated load of the lift (shown as xx kg) shall be displayed.

Section E: Part 2: Clause 1.1.1 and 5.1.2 (c) are revised as follows:

(Replaced Section E: Part 2: Clause 1.1.1)

1.1.1

The car and counterweight of a lift shall be enclosed in a lift well.
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When the lift well is required to contribute to the protection of the building
against the spread of fire (e.g. observation lift passing through different
compartments), it shall be totally enclosed and comply with the relevant
provisions of Building (Planning) Regulations (Chapter 123), Building
(Construction) Regulations (Chapter 123), the Code of Practice for Building
Works for Lifts and Escalators and the Code of Practice for Fire Safety in
Buildings 2011 issued by the Building Authority.

When the lift well is not required to contribute to the protection of the building
against the spread of fire, it does not need to be totally enclosed, provided:-

(@) the enclosure at the landing door side of every‘ﬂoor shall either cover the
full height of the floor or be of minimum height of 3.5 m;

(b) the height of enclosure shall be of minimum 2.5 m above any points
normally accessible to persons at other sides and with a minimum
horizontal distance of 0.5 m to moving parts of the lift; and

() the enclosure shall be imperforate.

The height of enclosure mentioned above in (b) may be reduced to 1.1 m
provided:

(i) the horizontal distance to moving parts exceeds 2 m;
(ii) it can prevent persons from being endangered by moving parts of the lift
and from interfering with the safe operation of the lift by reaching lift

equipment; and

(i)  access to the lift pit by simply climbing over the enclosure is not possible.

(Replaced Section E: Part 2: Clause 5.1.2 (c))

5.1.2(c)

the other characteristics (construction, extension, ovality, flexibility, tests....)
shall correspond to those specified in BS EN 12385-1 and BS EN12385-5, or ISO
4344, or other relevant international standards.

Section E: Part 3: Clause 1.5.3.1, 3.4.1, 4.2.5, 5.1.2 and 5.5 are revised as follows:

(Replaced Section E: Part 3: Clause 1.5.3.1)

1.5.3.1

No lift pit is allowed except in the case where the lowest serving level is at or
near floor level in accordance with the Code of Practice for Building Works for

* Lifts and Escalators issued by the Building Authority.
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